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452 RAGLAN STREET

TREE PROTECTION
ZONE -SEE DETAIL
1/LD1 (TYP.)

EXISTING
HYDRO POLE
-TYP.

EXISTING
FENCE -TYP.

EXISTING
WATER
VALVE
-TYP.

EXISTING
MAINTENANCE
HOLE -TYP.

EXISTING SIGN
- TYP.FUTURE TRAIL

EXISTING
HYDRANT
- TYP.

EXISTING
CULVERT

OW

CUW1

CUP3-8

FOM5

CUP3-2

CUP3-3

EXISTING TOP OF
BANK -TYP.

EXISTING
BOTTOM OF BANK
-TYP.

EXISTING DITCH
-TYP.

EASEMENT
BOUNDARY
-TYP.

30.00mOFFSET FROM TOP OF BANK

LEGEND
PROPERTY BOUNDARY

EASEMENT BOUNDARY

SILT FENCE - SEE ENG. DWGS.

EXISTING VEGETATION TO BE RETAINED
AND PROTECTED

EXISTING VEGETATION TO BE REMOVED

APPROXIMATE LIMIT OF VEGETATION
COMMUNITIES IDENTIFIED IN EIS

EXISTING HYDRO POLE

EXISTING FIRE HYDRANT

EXISTING SIGN

EXISTING MAINTENANCE HOLE

EXISTING WATER VALVE

EXISTING FENCE

FOM5:

CUP3-3:

CUP3-2:

CUP3-8:

CUW1:

OW:

EXISTING VEGETATION COMMUNITIES
(FROM ENVIRONMENTAL IMPACT STUDY, FIGURE 8,
PREPARED BY ROOTS ENVIRONMENTAL INC., AUGUST 6, 2026)

DRY - FRESH WHITE BIRCH-POPLAR-CONIFER
MIXED FOREST ECOSITE

SCOTS PINE CONIFEROUS PLANTATION TYPE

WHITE PINE CONIFEROUS PLANTATION TYPE

WHITE SPRUCE - EUROPEAN LARCH
CONIFEROUS PLANTATION TYPE

MINERAL CULTURAL WOODLAND

OPEN WATER

GENERAL NOTES

1.0 TREE PROTECTION AND REMOVALS

1. THE CONTRACTOR IS ADVISED THAT SILTATION CONTROL
FENCING ALONG TREE PROTECTION ZONES SHALL ALSO SERVE
AS TREE PROTECTION FENCING AND IS SUBJECT TO ALL THE
LAYOUT REQUIREMENTS, TREE PROTECTION AREA SIGNAGE
REQUIREMENTS, AND CONSTRUCTION RESTRICTIONS AS
SPECIFIED FOR THE TREE PROTECTION FENCING.

2. FOR TREE PROTECTION AND REMOVAL NOTES AND DETAILS
REFER TO LD-1.
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.EY PLAN                                                    NTS  
   

POPLAR SIDE ROAD

RON EMO ROAD

R
A

G
L
A

N
 S

T
R

E
E

T

HWY 26

HUME STREET
COLLINGWOOD

WASAGA BEACH
430 RAGLAN STREET

115 Sandford Fleming Drive,
Suite 200, Collingwood,
ON L9Y 5A6
Tel. 705.445.0422
inquiry@envision-tatham.com

ET125022-1

CHECKED:

DRAWN:

DESIGN:

DATE:
DWG.

JOB NO.

INITIALNO. REVISIONS DATE

APPROVEDCONTRACT DRAWINGS

CONTRACTOR MUST VERIFY ALL DIMENSIONS AND BE
RESPONSIBLE FOR SAME. ANY DISCREPANCIES MUST BE
REPORTED TO THE CONSULTANT BEFORE COMMENCING
WORK. DRAWINGS ARE NOT TO BE SCALED.

ENVISION-TATHAM CLAIMS COPYRIGHT TO THIS
DOCUMENT WHICH MAY NOT BE USED FOR ANY PURPOSE
OTHER THAN THAT PROVIDED IN THE CONTRACT
BETWEEN THE OWNER/CLIENT AND THE LANDSCAPE
ARCHITECT WITHOUT THE EXPRESS  CONSENT OF
ENVISION-TATHAM

430 RAGLAN STREET
TOWN OF COLLINGWOOD

SEPT. 15/26

TOWN FILE:  PLPCF2025230

0 10
SCALE:

20 30m1:400

TP-1TREE PRESERVATION PLAN AB AB

MSC AUG. 28, 2026
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NOTES

1. BASE PLAN PREPARED BY TATHAM ENGINEERING LTD. (SEPTEMBER, 2026).
2. ALL MEASUREMENTS ARE IN METRES UNLESS OTHERWISE NOTED.

2 RE-ISSUED FOR FIRST SUBMISSION SEPT. 15, 2026 AB
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m

8.
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m
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m

VEGETATION TO BE
RETAINED AND
PROTECTED

-TYP.

TOPSOIL AND
MESIC MEADOW
SEED MIX UNDER
NATURALIZATION
AREAS -TYP.

MULCHED
PLANTING BED
-TYP.

4
LD2

TOPSOIL AND
SOD -TYP. TOPSOIL AND

SOD -TYP.

PICNIC TABLE
 BY OWNER

BIKE RACK LAYOUT2
LD1

TOPSOIL AND
MESIC MEADOW
SEED MIX
NATURALIZATION
AREAS -TYP.

RIP RAP
-SEE ENG.
DWGS.
(TYP.)

NATURALIZATION
AREAS -TYP.

3.30m
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Sd

CONIFEROUS TREE
PLANTING -TYP.

2
LD2

DECIDUOUS TREE
PLANTING -TYP.
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LD2

MESIC MEADOW SEED MIX
- 3m FROM PERMANENT POOL
- TYP.
WET MEADOW
SEED MIX -TYP.
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NATURALIZATION LAYOUTS TO BE
ADJUSTED TO SUIT SITE CONDITIONS
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-SEE ENG. DWGS.
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NATURALIZATION TO FOLLOW TOP OF
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LAYOUT B -TYP.
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LAYOUT A -TYP.
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LD1

NATURALIZATION
LAYOUT C -TYP.
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BOTTOM OF WET SWALE
- SEE ENG. DWGS.

CULVERT
- SEE ENG. DWGS.
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STORM OUTLET
-SEE ENG. DWGS

PERMANENT POOL
- SEE ENG. DWGS.

EASEMENT BOUNDARY
-TYP.
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TYP.

TOPSOIL AND
MESIC MEADOW
SEED MIX TO
EDGE OF
PROPERTY
BOUNDARY
ALONG
NATURALIZATION
EDGE

WALKWAY

2.00m

2.00m

MESIC MEADOW
SEED MIX -TYP.

SHRUB
PLANTING -TYP.

3
LD2

ALL SWM POND SHRUB
GROUPINGS TO HAVE
CONTINUOUS MULCHED
UNDERSTORY -TYP.
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B
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B
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B

3.00m ROAD
WIDENING
ALLOWANCE

3.00m
TYP.

3.00m
TYP.
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RETAINING WALL
-SEE ENG. DWGS.
(TYP.)

Sd
5

Ds
5

LEGEND
PROPERTY BOUNDARY

EASEMENT BOUNDARY

LIGHTING - SEE ENG. DWGS.

SWALE - SEE ENG. DWGS.

EDGE OF VEGETATION TO BE RETAINED
AND PROTECTED

DECIDUOUS TREE

CONIFEROUS TREE

SPECIES

QUANTITY

TOPSOIL AND SOD

RIP-RAP - SEE ENG. DWGS.

TOPSOIL AND MESIC MEADOW
SEED MIX

SP
QTY

EXISTING HYDRO POLE

EXISTING FIRE HYDRANT

EXISTING SIGN

EXISTING MAINTENANCE HOLE

EXISTING WATER VALVE

EXISTING FENCE

SHRUB PLANTING

WET MEADOW SEED MIX

A

B

C

NATURALIZATION LAYOUT A
- LAYOUT TO BE ADJUSTED TO SUIT SITE
CONDITIONS

NATURALIZATION LAYOUT B
- LAYOUT TO BE ADJUSTED TO SUIT SITE
CONDITIONS

NATURALIZATION LAYOUT C
- LAYOUT TO BE ADJUSTED TO SUIT SITE
CONDITIONS

NATURALIZATION **

KEY BOTANICAL NAME COMMON NAME SIZE CONDITION APPROX.
SPACING QTY.

% OF
TOTAL
TREES

Deciduous Trees
Acer saccharum Sugar Maple 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Betula payrifera Paper Birch 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Juglans nigra Black Walnut 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Gymnocladus dioicus Kentucky Coffee Tree 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Populus balsamifera Balsam Poplar 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Populus grandidentata Big-Toothed Aspen 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Tilia americana Basswood 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Total Deciduous Trees 315

Coniferous Trees
Picea glauca White Spruce 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Pinus strobus Eastern White Pine 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Thuja occidentalis Eastern White Cedar 30cm 1 gal./B.R.* 1.5m O.C. 45 8.0%

Total Coniferous Trees 135

Deciduous Shrubs
Amelanchier laevis Allegheny Serviceberry 1 gal. 1.5m O.C. 45

Cornus racemosa Grey Dogwood 1 gal. 1.5m O.C. 45

Cornus sericea Red Osier Dogwood 1 gal. 1.5m O.C. 45

Diervilla lonicera Bush Honeysuckle 1 gal. 1.5m O.C. 45

Symphoricarpos albus Snowberry 1 gal. 1.5m O.C. 45

Rhus typhina Staghorn Sumac 1 gal. 1.5m O.C. 45

Total Deciduous Shrubs 270

Canada Wild Rye 20%

15%

Rudbeckia hirta Black Eyed Susan
Monarda fistulosa Wild Bergamot 1%

12%

Elymus canadensis

Andropogon scoparius Little Bluestem

Sporobolus cryptandrus Sand Drop Seed 20%
Sorghastrum nutans Indian Grass 20%

Mesic Meadow Seed Mix***
KEY      BOTANICAL NAME            COMMON NAME           %

5%Asclepias syriaca Common Milkweed
1%Aster laevis Smooth Blue Aster
2%Aster novae-angliae New England Aster

Solidaga canadensis Canada Goldenrod 4%

* SHOULD PLANTING OCCUR MID-APRIL TO MID-MAY, PLANTS MAY BE SUPPLIED AS BARE-ROOT.  BARE-ROOT

(B.R.) STOCK  MUST BE STORED AT 3-4°C UNTIL PLANTING.  A MAXIMUM OF 12 HOURS SHALL ELAPSE

BETWEEN REMOVING PLANTS FROM COLD-STORAGE AND INSTALLATION.  ROOTS/CUTTINGS TO BE KEPT

MOIST. FOR NOTES AND DETAILS ON  BARE-ROOT PLANTING SEE DWG. LD-2.

**ALL NATURALIZATION AREAS TO BE SEEDED WITH MESIC MEADOW SEED MIX.

PLANT LIST

KEY BOTANICAL NAME COMMON NAME SIZE CONDITION SPACING QTY
% OF

TOTAL
TREES

AVERAGE
MATURE
CANOPY
SPREAD

(m)

TOTAL
MATURE
CANOPY

AREA
(m2)

TOTAL
MATURE
CANOPY
AREA x

QTY (m2)

Deciduous Trees
Asi Acer saccharinum Silver Maple 50mm cal. W.B. 8.0m O.C. 4 0.7% 16.5 213.7 854.9

Co Celtis occidentalis Hackberry 50mm cal. W.B. 8.0m O.C. 2 0.4% 15 176.6 353.3

Gd Gymnocladus dioicus Kentucky Coffee Tree 50mm cal. W.B. 8.0m O.C. 1 0.2% 10.5 86.5 86.5

Qr Quercus rubra Red Oak 50mm cal. W.B. 8.0m O.C. 2 0.4% 17.5 240.4 480.8

Subtotal Deciduous Trees 9
Subtotal Deciduous Canopy

Coverage
1,775.5

Coniferous Trees
Ll Larix laricina American Larch 200cm W.B. 4.0m O.C. 2 0.4% 8 50.2 100.5

Pg Picea glauca White Spruce 200cm W.B. 4.0m O.C. 2 0.4% 7 38.5 76.9

Ps Pinus strobus Eastern White Pine 200cm W.B. 4.0m O.C. 18 3.2% 8 50.2 904.3

To Thuja occidentalis Eastern White Cedar 200cm W.B. 4.0m O.C. 5 0.9% 3.5 9.6 48.1

Subtotal Coniferous Trees 27
Subtotal Coniferous Canopy

Coverage
1,129.8

Total Caliper Tree Canopy
Coverage

2,905.3

Carex vulpinoidea

Aster novae-angliae

Elymus virginicus

Wet Meadow Seed Mix***
KEY      BOTANICAL NAME            COMMON NAME           %

Fox Sedge

New England Aster

Virginia Wild Rye

1%

25%
25%

*** INCLUDE COVER CROP AS SPECIFIED

Aster puniceus Purple Stemmed Aster 1%
Carex bebbi Bebbs Sedge 5%
Carex stipata Awl Sedge 4%

Glyceria grandis Tall Manna Grass 2%
Juncus effusus Soft Rush 5%
Juncus tenuis Path Rush 3%
Lobelia siphilitica Great Blue Lobelia 1%
Monarda fistulosa Wild Bergamot 1%
Poa palustris Fowl Bluegrass 25%
Solidago canadensis Canada Goldenrod 2%

PLANT LIST - CONT.

KEY BOTANICAL NAME COMMON NAME SIZE CONDITION SPACING QTY

Deciduous Shrubs
Cs Cornus sericea Red Osier Dogwood 3 gal. 80cm O.C. 60

Ds Diervilla splendens
'Nightglow' (El Madrigal)

Nightglow Bush
Honeysuckle

3 gal. 80cm O.C. 60

Se Salix exigua Sandbar Willow 3 gal. 80cm O.C. 40

Sd Symphoricarpos
doorenbosii 'Pink Posy'
(Kolmapinpos)

Pink Posy Snowberry 3 gal. 80cm O.C. 61

Sl Salix lucida Shinning Willow 3 gal. 80cm O.C. 25

Total Deciduous Shrubs 246

CANOPY COVERAGE

CANOPY TYPE AREA (m2)

Caliper Trees 2,905

Naturalization Area 1,654

Retained Vegetation 4,331

Total Canopy Coverage (m2) 8,890

Total Property Area (m2) 21,695

Percentage of Property with Canopy Coverage 41%
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GENERAL NOTES
1.0 PLANTING LAYOUT

1. DEPICTED ON THIS PLAN ARE THE SPECIES AND THE APPROXIMATE
LOCATION OF THE TREES. THE EXACT LOCATION OF THE TREES WILL
BE STAKED ON SITE BY THE CONTRACTOR AND APPROVED BY THE
LANDSCAPE ARCHITECT PRIOR TO PLANTING.

2. ALL PLANTS SHALL BE SUPPLIED AS SPECIFIED IN THE 'PLANT LIST'.
SUBSTITUTIONS WILL NOT BE ACCEPTED UNLESS APPROVED IN
WRITING BY THE LANDSCAPE ARCHITECT.

3. CONTRACTOR IS RESPONSIBLE FOR ALL SERVICE AND UTILITY
LOCATES.

4. TREE PITS OR PLANTING BEDS LOCATED WITHIN 1 METRE OF
UNDERGROUND UTILITIES ARE TO BE HAND DUG.

5. FOR PLANTING DETAILS, MATERIALS, AND NOTES, SEE DRAWING LD-2.
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NOTES
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UNDISTURBED SUBGRADE

STEEL T-BAR POSTS 1800mm LONG X 50mm X
50mm @ 1800mm O.C. WITH TOP 200mm SPRAY
PAINTED FLORESCENT.

D
R

IP
 L

IN
E

150mm (6") PAIGE WIRE FENCING
ERECTED BEYOND DRIPLINE OF
EXISTING TREE

SILT FENCE REQUIRED:
· WHERE SHOWN ON ENGINEERING

DRAWINGS
· WHERE T.P.Z. IS ADJACENT TO A

STOCKPILE AREA
· WHERE T.P.Z. IS LOWER IN

ELEVATION THAN ADJACENT
GRADES (EXISTING OR PROPOSED)

12
00 ORANGE PLASTIC SNOW FENCING

FASTENED ON EXTERIOR FACE OF
T.P.Z.

TREE PROTECTION ZONE
(T.P.Z.)

GEOTEXTILE TO BE SECURED WITH CLEAR GRAVEL OR
COMPACTED NATIVE TOPSOIL ON UPHILL SIDE OF FENCE

PRE-FABRICATED
HEAVY DUTY SILT
FENCE MAY BE
USED IF CONTROL
MEASURE SUPPORT
IS WIRE MESH AND
IS 1200 mm HIGH.

M
IN

.
EXISTING
GRADE

EXISTING TREE

GENERAL NOTES

��� TREE 3ROTE&T,ON )EN&E

1. TREE PROTECTION FENCING SHALL BE SILT FENCE AS PER
ENGINEERING DRAWINGS.

2. WHERE POSSIBLE, TREE PROTECTION FENCE BARRIERS SHALL BE
LOCATED AT OR OUTSIDE THE DRIPLINE OF PROTECTED TREES,
WHICH IS DEFINED AS THE CIRCLE THAT COULD BE DRAWN ON THE
SOIL AROUND A TREE DIRECTLY UNDER THE TIPS OF ITS
OUTERMOST AND WIDEST BRANCHES.

3. LOCATION OF THE TREE PROTECTION FENCE BARRIER SHALL BE
CONFIRMED ON-SITE BY THE ARBORIST OR LANDSCAPE
ARCHITECT PRIOR TO COMMENCING TREE CLEARING OPERATIONS.

4. FOR EXISTING VEGETATION TO REMAIN: PROTECT VEGETATION
AND ROOT SYSTEMS FROM DAMAGE, COMPACTION AND
CONTAMINATION RESULTING FROM CONSTRUCTION.

5. CLEANLY CUT ANY ROOTS FOUND OUTSIDE TPZ'S THAT BECOME
EXPOSED DURING CONSTRUCTION.

6. NO CONSTRUCTION ACTIVITY, INCLUDING GRADE CHANGES,
SURFACE TREATMENTS, OR EXCAVATIONS OF ANY KIND ARE
PERMITTED WITHIN THE TPZ, UNLESS OTHERWISE INDICATED.

7. NO ROOT CUTTING, NO STORAGE OF MATERIALS OR FILL, AND NO
MOVEMENT OR STORAGE OF VEHICLES IS PERMITTED WITHIN THIS
AREA.

8. KEEP THE ENCLOSED FENCE AREA FREE OF CONSTRUCTION
MATERIAL AND DEBRIS.

9. FENCE BARRIERS MUST REMAIN IN EFFECTIVE CONDITION UNTIL
ALL SITE ACTIVITIES INCLUDING LANDSCAPING ARE COMPLETED.

10. CONTRACTOR SHALL REMOVE TREE PROTECTION FENCE BARRIER
AT THE COMPLETION OF THE SITE WORKS FOLLOWING WRITTEN
APPROVAL BY THE ARBORIST OR LANDSCAPE ARCHITECT.

��� TREE RE0O9ALS

1. TREES TO BE PRESERVED SHALL BE PROTECTED WITHIN TREE
PROTECTION ZONES (TPZ) THAT SHALL CONFORM WITH THE LIMITS
AND CONSTRUCTION RESTRICTIONS OF DETAIL 1/LD1.

2. DO NOT DISTURB SOIL WITHIN DRIPLINE OF TREES TO REMAIN,
UNLESS OTHERWISE INDICATED ON THE CONTRACT DRAWINGS.

3. WHEN ROOTS OF NEARBY TREES BECOME EXPOSED BEYOND
TPZ's, CLEANLY CUT ROOTS WITH SHARP STERILE TOOLS AND
RE-ESTABLISH THE SOIL LAYER OVER REMAINING ROOTS
IMMEDIATELY TO PREVENT DRYING AND DAMAGE.

4. TREE REMOVALS SHALL CONFORM WITH OPSS.MUNI 201 AND
OPSS.MUNI 180 AND THE REQUIREMENTS OF THE MIGRATORY
BIRDS CONVENTION ACT, THE ENDANGERED SPECIES ACT, AND
ALL MUNICIPAL BY-LAWS.

5. CUT SPECIFIED TREES AND GRUB STUMPS/ROOTS AND REMOVE
AND DISPOSE OF ALL STUMPS, ROOTS, WOOD AND BRUSH FROM
TREE REMOVAL OPERATIONS OFF-SITE.

6. FELLING LINES SHALL ALLOW TREES TO FALL WITHOUT IMPACTING
EXISTING STRUCTURES, FEATURES OR BRANCHES AND TRUNKS OF
TREES TO REMAIN.

7. SHOULD A CLEAR FELLING LINE NOT EXIST, THE TREE SHOULD BE
CUT INCREMENTALLY FROM TOP TO BOTTOM AND LOWERED TO
THE GROUND WITH ROPES.

8. WHERE GUYING OR PULL WIRES ARE NECESSARY TO REMOVE OR
FELL TREES, THE CONTRACTOR SHALL TAKE PRECAUTIONS TO
PREVENT DAMAGE TO EXISTING TRUNKS AND BRANCHES THAT
MAY BE USED AS SUPPORT. DAMAGE TO LIMBS AND BARK OF
TREES TO REMAIN WILL NOT BE PERMITTED.

9. WHEN WORKING NEAR TREES TO BE RETAINED AND PROTECTED,
THE IMPACT OF VEHICLES AND PEDESTRIAN TRAFFIC DURING
THESE OPERATIONS SHALL BE KEPT TO A MINIMUM.

10. WHERE ROOTS OF NEARBY TREES OR SHRUBS TO REMAIN
BECOME EXPOSED, ALL POSSIBLE HASTE SHALL BE MADE TO
RE-ESTABLISH THE SOIL LAYER OVER SUCH ROOTS TO PREVENT
DRYING AND DAMAGE.

11. LEAVE THE GROUND SURFACE IN A CONDITION SUITABLE FOR
IMMEDIATE GRADING OPERATIONS AND DO NOT LEAVE STUMP
REMOVAL PITS OVERNIGHT.

12. DEPRESSIONS REMAINING AFTER REMOVALS SHALL BE
BACKFILLED WITH SUITABLE EARTH MATERIAL AND COMPACTED
TO AVOID SETTLEMENT.

13. TREE REMOVALS SHALL BE UNDERTAKEN BY A CERTIFIED ISA
ARBORIST OR A QUALIFIED TREE CARE WORKER.

��� S,TE )8RN,S+,NG

1. PICNIC TABLES TO BE SUPPLIED AND INSTALLED BY THE OWNER.
2. THE FOLLOWING SITE FURNISHING SHALL BE SUPPLIED BY MAGLIN

SITE FURNITURE INC. (800) 716-5506 (CONTACT: SEAN MEALAND) OR
APPROVED EQUIVALENT:

BIKE RACKS
MODEL NO.: MBR-0500-00003

FINISH: BLACK STANDARD POWDERCOAT (OR COLOUR
APPROVED BY OWNER)

FOOTING/ ATTACHMENT: SURFACE MOUNT

3. PACKAGE ALL PRODUCTS AND HANDLE CAREFULLY DURING
SHIPMENT & INSTALLATION TO AVOID DAMAGING THE PRODUCTS
AND FINISHES. DAMAGED PRODUCTS WILL BE REJECTED.

4. OBTAIN SMOOTH UNIFORM GRADIENT AT INSTALLATION LOCATION.
5. INSTALL ALL PRODUCTS TRUE, PLUMB, AND FIRMLY ANCHORED IN

LOCATION AS INDICATED BY CONTRACT DRAWINGS.
6. ASSEMBLE ALL PRODUCTS IN STRICT ACCORDANCE WITH

MANUFACTURER'S SPECIFICATIONS OR INSTRUCTIONS, USING
STAINLESS STEEL FASTENERS, UNLESS OTHERWISE NOTED.

7. EXISTING SURFACE MATERIALS TO BE RESTORED TO ORIGINAL
CONDITION AFTER INSTALLATION OF ALL SITE FURNISHINGS AND
REMOVE ALL PACKAGING FROM THE SITE.

��� NAT8RAL,=AT,ON AREAS

1. SHOULD PLANTING OCCUR MID-APRIL TO MID-MAY, PLANTS MAY BE
SUPPLIED AS BARE-ROOT.  BARE-ROOT (B.R.) STOCK  MUST BE
STORED AT 3-4°C UNTIL PLANTING.  A MAXIMUM OF 12 HOURS
SHALL ELAPSE BETWEEN REMOVING PLANTS FROM
COLD-STORAGE AND INSTALLATION.  ROOTS/CUTTINGS TO BE KEPT
MOIST. FOR NOTES AND DETAILS ON  BARE-ROOT PLANTING SEE
DWG. LD-2.

2. NATURALIZATION AREAS TO BE SEEDED WITH MESIC MEADOW
SEED MIX.

3. FOR ADDITIONAL PLANTING NOTES SEE DWG. LD-2.
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KEY BOTANICAL NAME COMMON NAME SIZE CONDITION APPROX.
SPACING QTY.

Deciduous Trees
As Acer saccharum Sugar Maple 30cm 1 gal./B.R.* 1.5m O.C. 1

Bp Betula payrifera Paper Birch 30cm 1 gal./B.R.* 1.5m O.C. 1

Pgr Populus grandidentata Big-Toothed Aspen 30cm 1 gal./B.R.* 1.5m O.C. 1

Ta Tilia americana Basswood 30cm 1 gal./B.R.* 1.5m O.C. 1

Total Deciduous Trees 4

Coniferous Trees
Pg Picea glauca White Spruce 30cm 1 gal./B.R.* 1.5m O.C. 1

Total Coniferous Trees 1

Deciduous Shrubs
Cr Cornus racemosa Grey Dogwood 1 gal. 1.5m O.C. 1

Cs Cornus sericea Red Osier Dogwood 1 gal. 1.5m O.C. 1

Dl Diervilla lonicera Bush Honeysuckle 1 gal. 1.5m O.C. 1

Total Deciduous Shrubs 3

* SEE GENERAL NOTES FOR INFORMATION REGARDING BARE ROOT PLANTING.

** FOR TOTAL NATURALIZATION PLANT QUANTITIES SEE LP-1.

NAT8RAL,=AT,ON


LA<O8T A

KEY BOTANICAL NAME COMMON NAME SIZE CONDITION APPROX.
SPACING QTY.

Deciduous Trees
As Acer saccharum Sugar Maple 30cm 1 gal./B.R.* 1.5m O.C. 1

Bp Betula payrifera Paper Birch 30cm 1 gal./B.R.* 1.5m O.C. 1

Jn Juglans nigra Black Walnut 30cm 1 gal./B.R.* 1.5m O.C. 1

Gd Gymnocladus dioicus Kentucky Coffee Tree 30cm 1 gal./B.R.* 1.5m O.C. 1

Pb Populus balsamifera Balsam Poplar 30cm 1 gal./B.R.* 1.5m O.C. 1

Pgr Populus grandidentata Big-Toothed Aspen 30cm 1 gal./B.R.* 1.5m O.C. 1

Ta Tilia americana Basswood 30cm 1 gal./B.R.* 1.5m O.C. 1

Total Deciduous Trees 7

Coniferous Trees
Pg Picea glauca White Spruce 30cm 1 gal./B.R.* 1.5m O.C. 1

Ps Pinus strobus Eastern White Pine 30cm 1 gal./B.R.* 1.5m O.C. 1

To Thuja occidentalis Eastern White Cedar 30cm 1 gal./B.R.* 1.5m O.C. 1

Total Coniferous Trees 3

Deciduous Shrubs
Aa Amelanchier laevis Allegheny Serviceberry 1 gal. 1.5m O.C. 1

Cr Cornus racemosa Grey Dogwood 1 gal. 1.5m O.C. 1

Cs Cornus sericea Red Osier Dogwood 1 gal. 1.5m O.C. 1

Dl Diervilla lonicera Bush Honeysuckle 1 gal. 1.5m O.C. 1

Sa Symphoricarpos albus Snowberry 1 gal. 1.5m O.C. 1

Rt Rhus typhina Staghorn Sumac 1 gal. 1.5m O.C. 1

Total Deciduous Shrubs 6

* SEE GENERAL NOTES FOR INFORMATION REGARDING BARE ROOT PLANTING.

** FOR TOTAL NATURALIZATION PLANT QUANTITIES SEE LP-1.

NAT8RAL,=AT,ON 


LA<O8T &

KEY BOTANICAL NAME COMMON NAME SIZE CONDITION APPROX.
SPACING QTY.

Deciduous Trees
Jn Juglans nigra Black Walnut 30cm 1 gal./B.R.* 1.5m O.C. 1

Gd Gymnocladus dioicus Kentucky Coffee Tree 30cm 1 gal./B.R.* 1.5m O.C. 1

Pb Populus balsamifera Balsam Poplar 30cm 1 gal./B.R.* 1.5m O.C. 1

Total Deciduous Trees 3

Coniferous Trees
Ps Pinus strobus Eastern White Pine 30cm 1 gal./B.R.* 1.5m O.C. 1

To Thuja occidentalis Eastern White Cedar 30cm 1 gal./B.R.* 1.5m O.C. 1

Total Coniferous Trees 2

Deciduous Shrubs
Aa Amelanchier laevis Allegheny Serviceberry 1 gal. 1.5m O.C. 1

Sa Symphoricarpos albus Snowberry 1 gal. 1.5m O.C. 1

Rt Rhus typhina Staghorn Sumac 1 gal. 1.5m O.C. 1

Total Deciduous Shrubs 3

* SEE GENERAL NOTES FOR INFORMATION REGARDING BARE ROOT PLANTING.

** FOR TOTAL NATURALIZATION PLANT QUANTITIES SEE LP-1.
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GENERAL NOTES

1.0 PLANTING
1. PLANT MATERIAL SHALL BE IN ACCORDANCE WITH THE CANADIAN LANDSCAPE

STANDARD (LATEST EDITION), PUBLISHED BY THE CANADIAN NURSERY LANDSCAPE
ASSOCIATION AND THE CANADIAN SOCIETY OF LANDSCAPE ARCHITECTS, EXCEPT
WHERE SPECIFIED OTHERWISE.

2. ALL PLANTS SHALL BE SUPPLIED AS SPECIFIED IN THE 'PLANT LIST'.  SUBSTITUTIONS
WILL NOT BE ACCEPTED UNLESS APPROVED IN WRITING BY THE LANDSCAPE
ARCHITECT.

3. ALL MATERIALS TO BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.
4. MULCH TO BE SHREDDED CEDAR BARK FREE OF DYES AND CHEMICALS, OR APPROVED

EQUAL.
5. PLANTING SOIL MIXTURE SHALL BE 50% SCREENED TOPSOIL, 20% COARSE SAND, AND

30% COMPOST, AS SPECIFIED. CONTRACTOR SHALL PROVIDE SOURCE AND SAMPLE OF
SOIL MIXTURE, AS SPECIFIED, FOR APPROVAL PRIOR TO COMMENCING WORK.

6. TREE STAKES TO BE AS SPECIFIED IN 1/LD1 OR 1/2/LD2 TOWN OF COLLINGWOOD
STANDARD TREE PLANTING DETAILS.

7. TIES SHALL BE 50mm WIDE BURLAP STRIPS LOOPED IN A LOOSE FIGURE 8 OR ANOTHER
WOVEN BIODEGRADABLE TIE SYSTEM THAT REMAINS FLEXIBLE DURING WINTER
MONTHS.

8. TRUNK PROTECTION TO BE 100mm DIA. HDPE PIPE, 500mm LONG OR TO LOWEST
BRANCH, EXCEPT IN SWM PONDS AND NATURALIZATION AREAS WHERE IT IS TO BE
WHITE SPIRAL PLASTIC TREE GUARD.

9. STAKES AND TIES SHALL BE REMOVED 1 YEAR AFTER PLANTING.
10. TRUNK PROTECTION SHALL BE REMOVED AT COMPLETION OF WARRANTY PERIOD.
11. WHERE CONTINUOUS MULCHED UNDERSTOREY IS SHOWN, PROVIDE A 75mm DEEP

CONTINUOUS LAYER OF MULCH, AS SPECIFIED.
12. CONTRACTOR IS RESPONSIBLE FOR REMOVAL AND OFFSITE DISPOSAL OF EXCAVATED

MATERIAL FROM PLANTING BED CONSTRUCTION AND TREE/SHRUB PIT EXCAVATION.

2.0 SEEDING
1. MESIC MEADOW SEEDING SHALL INCLUDE PERMANENT SEED MIX AND ANNUAL NURSE

CROP AS FOLLOWS:
PERMANENT SEED MIX: OSC-8150 SIMCOE COUNTY NATIVE MIXTURE MIX SUPPLIED
BY OSC SEEDS, WATERLOO, ONTARIO, TEL. 519-886-0557 OR APPROVED EQUIVALENT.

· APPLICATION RATE: 25 kg/ha
ANNUAL NURSE CROP: ANNUAL RYE

· APPLICATION RATE: 25 kg/ha
COVER: HYDRAULIC MULCH

2. WET MEADOW SEEDING SHALL INCLUDE PERMANENT SEED MIX AND ANNUAL NURSE
CROP AS FOLLOWS:

PERMANENT SEED MIX: OSC-CVC6 EARLY SUCCESSION WET MEADOW MIX SUPPLIED
BY OSC SEEDS, WATERLOO, ONTARIO, TEL. 519-886-0557 OR APPROVED EQUIVALENT.

· APPLICATION RATE: 25 kg/ha
ANNUAL NURSE CROP: ANNUAL RYE

· APPLICATION RATE: 25 kg/ha
COVER: HYDRAULIC MULCH

3. FOR ALL SEED MIXES, CONFIRM APPLICATION RATES AND APPLICATION METHODS WITH
SEED SUPPLIER AND INFORM CONSULTANT OF ANY DISCREPANCIES PRIOR TO
EXECUTING THE WORK.

4. NATIVE SEEDING SHALL BE PERFORMED BETWEEN APRIL 30 AND NOVEMBER 30,
IDEALLY BETWEEN OCTOBER 1 AND NOVEMBER 15.

5. ALL HYDRO-SEEDING AND HYDRO-MULCHING SHALL OCCUR WITHIN 7 DAYS OF TOPSOIL
PLACEMENT AND FINISHED GRADING. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
WEED ERADICATION IF THEY FAIL TO PLACE THE SPECIFIED SEED AND MULCH WITHIN
THIS PERIOD.

6. THE SEED SHALL BE DELIVERED IN CONTAINERS WITH THE APPROPRIATE 'CERTIFIED
SEED' TAG ATTACHED IN ACCORDANCE WITH THE REGULATIONS OF THE CANADA SEEDS
ACT.

7. THE CONTRACTOR SHALL ENSURE THAT THE SOIL IS MOIST TO A DEPTH OF 150mm
PRIOR TO SEEDING.

8. MAINTENANCE DURING THE ESTABLISHMENT PERIOD SHALL CONSIST OF BUT NOT BE
LIMITED TO WATERING IN SUFFICIENT QUANTITIES AND AT A REQUIRED FREQUENCY TO
MAINTAIN CONTINUOUS SUBSOIL MOISTURE IMMEDIATELY UNDER THE SEEDED AREA TO
A DEPTH OF 75-100mm, ROLLING TO REMOVE MINOR DEPRESSIONS OR IRREGULARITIES,
AND WEED CONTROL TO ENSURE THAT NON-SPECIFIED VEGETATION DOES NOT EXCEED
20%.

9. DURING THE WARRANTY PERIOD, MOW SEEDED AREAS ONCE TO A HEIGHT OF 150mm
APPROX. IN MID-LATE JULY, TO REDUCE WEED SEED PRODUCTION.

3.0 SODDING

1. SOD TO BE PLACED ON MINIMUM 150mm OF TOPSOIL. REFER TO CIVIL DRAWINGS.
2. SODDING SHALL BE IN ACCORDANCE WITH OPSS.MUNI 803, UNLESS OTHERWISE

SPECIFIED.
3. SOD SHALL BE NUMBER ONE GRADE TURFGRASS NURSERY SOD WITH A KENTUCKY

BLUEGRASS SOD CLASSIFICATION.
4. SOD ALL DISTURBED AREAS UNLESS OTHERWISE INDICATED.
5. SOD SHALL BE GROWN AND SOLD IN ACCORDANCE WITH THE 'SPECIFICATIONS FOR

TURFGRASS SOD FOR ONTARIO' PUBLISHED BY THE NURSERY SOD GROWERS
ASSOCIATION (N.S.G.A.) AND SHALL BE ESPECIALLY SOWN AND CULTIVATED IN NURSERY
FIELDS AS TURFGRASS CROP.

6. SODDING MAY BE PERFORMED AT ANY TIME BETWEEN APRIL 30 AND NOVEMBER 1.  IF
SOD IN LAID FOLLOWING NOVEMBER 1, ACCEPTANCE WILL BE DEFERRED UNTIL ONE
MONTH AFTER START OF GROWING SEASON, PROVIDED ACCEPTANCE CONDITIONS ARE
FULFILLED.

7. LAY SOD WITHIN 36 HOURS OF BEING LIFTED OR WITHIN 24 HOURS OF BEING LIFTED IF
AIR TEMPERATURE EXCEEDS 20°.

8. ALL SODDING SHALL OCCUR WITHIN A WEEK OF TOPSOIL PLACEMENT AND FINISHED
GRADING. THE CONTRACTOR WILL BE RESPONSIBLE FOR WEED ERADICATION IF THEY
FAIL TO PLACE THE SPECIFIED SOD WITHIN THIS PERIOD.

9. DURING WET WEATHER ALLOW SOD TO DRY SUFFICIENTLY TO PREVENT TEARING
DURING LIFTING AND HANDLING.

10. DURING DRY WEATHER, PROTECT SOD FROM DRYING OUT AND WATER SOD AS
NECESSARY TO ENSURE ITS VITALITY AND PREVENT DROPPING OF SOIL IN HANDLING.
DRY SOD WILL BE REJECTED.

11. ENSURE FINISHED SOD SURFACE IS FLUSH WITH ADJOINING GRASS AREAS, PAVEMENT
OR TOP SURFACE OF CURBS.

12. ON SLOPES, LAY SOD SECTIONS LONGITUDINALLY ALONG CONTOURS AND START
LAYING SOD AT THE BOTTOM OF THE SLOPE.

13. PEG SOD ON SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL, 100mm BELOW TOP
EDGE AT 200mm ON CENTER FOR FIRST SOD SECTIONS ALONG CONTOURS OF SLOPES
AND NOT LESS THAN 4 PEGS PER SQUARE METER WITH PEGS DRIVEN TO 50mm ABOVE
SOIL SURFACE OF SOD SECTIONS.

14. SOD STAKING SHALL BE WITH WOODEN PEGS AT 17 x 8 x 200mm, OR APPROVED EQUAL.
15. WATER SOD IMMEDIATELY AFTER LAYING TO OBTAIN MOISTURE PENETRATION INTO TOP

100mm OF TOPSOIL.
16. PROVIDE CLOSE CONTACT BETWEEN THE SOD AND THE UNDERLYING ROOT ZONE MIX

BY ROLLING WITH A LIGHT ROLLER. IMPERFECTIONS IN THE SURFACE LEVEL SHOULD BE
CORRECTED PRIOR TO THE LAYING OF THE SOD AND NOT BY ROLLING WITH A HEAVY
ROLLER. USE OF HEAVY ROLLER TO CORRECT GRADE IRREGULARITIES IS NOT
PERMITTED.

17. MAINTENANCE DURING THE ESTABLISHMENT PERIOD SHALL CONSIST OF BUT NOT BE
LIMITED TO WATERING IN SUFFICIENT QUANTITIES AND AT REQUIRED FREQUENCY TO
MAINTAIN CONTINUOUS SUBSOIL MOISTURE IMMEDIATELY UNDER SOD TO A DEPTH OF
75-100mm, ROLLING TO REMOVE MINOR DEPRESSIONS OR IRREGULARITIES, WEED
CONTROL TO ENSURE THAT NON-SPECIFIED VEGETATION SHALL NOT EXCEED 5%, AND
MOWING AT LEAST TWICE TO MAINTAIN GRASS AT 40MM HEIGHT (AFTER GRASS
REACHED 60MM HEIGHT).

18. REMOVE WOODEN SOD PEGS AFTER SOD HAS ESTABLISHED WITH APPROVAL OF THE
CONSULTANT.
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NOTES

1.  ALL MATERIALS ARE SPECIFIED IN THE GENERAL
PLANTING NOTES.

2.  DO NOT ALLOW AIR POCKETS WHEN BACKFILLING.
3.  ENSURE SOIL SETTLEMENT HAS OCCURRED PRIOR TO
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PLANTING BED CONSTRUCTION.
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NOTES

1. ALL MATERIALS ARE SPECIFIED IN GENERAL PLANTING NOTES.
2. DO NOT ALLOW AIR POCKETS WHEN BACKFILLING.
3. TREE SHELTER TO REMAIN ON TREE TO PROVIDE PROTECTION FROM HERBIVORY.

SHELTER WILL PHOTODEGRADE.
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TO BE SECURED WHERE CUT
- SEE ENG. DWGS
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