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LANDSCAPE PLAN e
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DECIDUOUS TREES SHRUBS PERENNIALS KE.
STANDARD PLANTING NOTES: KEY BOTANICAL NAME COMMON NAME CAL. HT. ROOT REMARKS KEY BOTANICAL NAME COMMON NAME HT. ROOT REMARKS KEY BOTANICAL NAME COMMON NAME ROOT REMARKS LEGEND
GENERAL: m Acer freemanii 'Jeffersred' Autumn Blaze Maple 60mm | 400cm | W.B. Full Form m Cornus sericea 'Farrow' Arctic Fire Dogwood 60cm 3 Gal. | FullForm m Achillea millefolium 'Sunny Seduction' | Sunny Seduction Yarrow 1 Gal. | Healthy Roots date
10 September 201
ALL PLANT MATERIAL SHALL BE NURSERY STOCK CONFORMING TO THE LATEST EDITION OF THE QF/ W W Coniferous Trees 0 Sep 018
CANADIAN STANDARDS FOR NURSERY STOCK AS PUBLISHED BY THE CANADIAN NURSERY LANDSCAPE _ , , , , _ |
ASSOCIATION. m Amelanchier x grandiflora 'Cumulus' | Cumulus Serviceberry 60mm | 400cm | W.B. Full Form m Hydrangea arborescens Incrediball Blush Hydrngea 60cm | 3Gal. | Full Form @ Asclepias tuberosa Butterfly Milkweed 1 Gal. | Healthy Roots scale  1:250
A 1 H 1 .
ALL PLANTS SHALL BE HEALTHY, VIGOROUS PLANTS, FREE FORM DEFECTS, DECAY, DISFIGURING @ w Incrediball Blush W @ Deciduous Trees
ROOTS, SUN-SCALD INJURIES, BARK ABRASIONS, PLANT DISEASES AND PESTS AND ALL FORMS OF . o , . .
INFESTATIONS OR OBJECTIONABLE DISFIGUREMENTS. /"2 | Catalpa speciosa Catalpa 60mm | 400cm | W.B. | Full Form /734 | Physocarpus opulifolius ‘Nanus Dwarf Ninebark 60cm | 3Gal. | Full Form /768 | Echinacea purpurea Purple Coneflower 1Gal. | Healthy Roots o _
cs Po E Deciduous Shrubs
ALL PLANTS SHALL BE TRUE TO NAME, SIZE, CONDITION AND QUANTITY AS PER PLAN AND PLANT LIST U U W )
SPECIFICATIONS. m Fagus sylvatica 'Aspenifolia’ Fernleaf Beech 60mm | 400cm | W.B. Full Form m Spiraea x arguta 'Graciosa’ Graciosa Spirea 60cm | 3Gal. | Full Form m Geranium maculatum Wild Geranium 1 Gal. | Healthy Roots @ Coniferous Shrubs drawing title
ALL PLANT MATERIAL SHALL BE UNWRAPPED PRIOR TO INSPECTION. THE LANDSCAPE ARCHITECT @ \Sy @ (®  Ornamental Grass L d Pl
RESERVES THE RIGHT TO INSPECT ALL PLANT MATERIAL AND REJECT ALL MATERIALS THAT DO NOT anadsca pe an
MEET THE STANDARDS AS LISTED. m Gleditsia triacanthos var. inermis Thornless Honeylocust 60mm | 400cm | W.B. | Full Form m Taxus x media 'Rising Star Rising Star Yew 60cm | 3Gal. | Full Form m Phlox subulata 'Snowflake' Snowflake Moss Phlox 1Gal. | Healthy Roots C::} Perennials
SUBSTITUTIONS WILL NOT BE ACCEPTED WITHOUT A PRIOR REQUEST BY THE LANDSCAPE ARCHITECT. QT/ W QS/ s iy F 54
—x—Security Fence - 2.4m
TREES: m Quercus x alba x robur 'Crimschmidt’ | Crimson Spire Oak 60mm | 400cm | W.B. Full Form @ Taxus x media 'Wardii' Ward's Yew 60cm 3Gal. | FullForm m Rudbeckia fulgida 'Goldstrum'’ Black-eyed Susan 1 Gal. | Healthy Roots
ALL TREES SHALL BE OPEN-GROWN FOR WIND-FIRMNESS. TREES SHALL NOT BE LEANING OR HAVE @ Tmw W
SIGNIFICANT SWEEP, CROOK OR BEND. DECIDUOUS TREES SHALL HAVE APPROXIMATELY TWO-THIRDS o . - , _ . .
OF THEIR TOTAL HEIGHT IN LIVING BRANCHES. ALL TREES SHALL HAVE GOOD CROWN SHAPE AND m Quercus rubra Red Oak 60mm | 400cm | W.B. | Full Form m Thuja occidentalis 'Fastigiata’ Pyramid Cedar 200cm | 3 Gal. | Full Form m Sedum telephium ‘Autumn Delight! Autumn Delight Stonecrop 1Gal. | Healthy Roots drawing number
COLOUR (EVERGREENS) CHARACTERISTIC OF THEIR SPECIES. TREES SHALL HAVE A SINGLE DOMINANT \\Qy Tof Sad
LEADER WITH NO SIDE BRANCHES TALLER/ LONGER THAN THE MAIN LEADER. L_ 1
ALL TREES SHALL HAVE ROOT BALL SIZES THAT MEET OR EXCEED NURSERY STANDARDS. ROOT BALLS ("4 | Tiita cordata Litleleaf Linden 60mm | 400cm| W.B. | FullForm GRASSES oroject title
SHALL BE FIRM AND STRUCTURALLY INTEGRAL WITH THE TRUNK. W KEY BOTANICAL NAME COMMON NAME ROOT REMARKS M ed | b u dz Faci | |t
IF REQUIRED, TREES SHALL BE PROPERLY PRUNED AND DEAD/ DAMAGED BRANCHES SHALL BE m Andropogon gerardii Big Bluestem 1Gal. | Healthy Roots GRASSLAND SEEDING MIX (SHOWN AS HATCHED) y
REMOVED. TREES SHALL NOT BE TREATED WITH WOUND PAINT. EVERGREEN TREES W 1 35 Sandfo rd Flem m | ng D rive
SHRUBS AND GROUND COVERS: KEY BOTANICAL NAME COMMON NAME HT. ROOT REMARKS SEED SLOPED AREAS AS SHOWN. A TACKIFIER OR SIMILAR POLYMER BASED . .
m Picea pungens Colorado Spruce 250cm | WB. | Full Form m Deschampsia flexuosa Wavy Hair Grass 1Gal. | Healthy Roots MATRIX IS TO BE ADDED TO THE SEED MIX TO PROTECT AGAINST EROSION. THE Colllngwood , Ontario
SHRUBS AND GROUND COVERS SHALL HAVE FULL, WELL BRANCHED CROWNS TYPICAL OF SPECIES OR = SEED MIX TO BE NATIVE UPLAND FORAGE & MEADOW MIXTURE BY OSC SEEDS OR .
VARIETY. ROOT SYSTEMS SHALL BE AMPLE, WELL-BALANCED AND FIBROUS, CAPABLE OF SUSTAINING w Healthy Leader \Qf/ APPROVED EQUAL WITH NATIVE LOCAL SEED, COMPOSITION IS AS FOLLOWS: Slmcoe COU nty
VIGOROUS GROWTH. PLANTS THAT ARE WEAK OR THIN, UNDERSIZED, OR HAVE BEEN CUT BACK FROM , _ o -
LARGER GRADES TO MEET SPECIFICATIONS SHALL BE REJECTED. m Pinus strobus White Pine 250cm | W.B. | Full Form ﬁ?\ Sporobolus heterolepis Prairie Dropseed 1Gal. | Healthy Roots A fg ; ELV;;; 5;:2(223;? éﬁe;r;gir; Wild Rye) project number
+ o+ o+ o+ o+ o+ (
SOD & SEED: QS/ Healthy Leader W CL LT, g"f garr]?x Vl:]'pi_“Oidea (Fox Se(dLQt‘:l) Blusstem) 20 1 8_0 1 3
_— L -+ o+ o+ 4 % Schizachyrium scoparium (Little Bluestem
ALL SOD SHALL BE TURFGRASS NURSERY SOD CONFORMING TO THE LATEST SPECIFICATIONS OF THE m Sorghastrum nutans 'Sioux Blug' Sioux Blue Indian Grass 1Gal. | Healthy Roots [ ©. 7,7, ", ", "| 10% Sporobolus cryptondrus (Sand Dropseed)
ONTARIO SOD ASSOCIATION AND THE NURSERY SOD GROWERS ASSOCIATION. W .1 35% Elymus virginicus (Virginia Wild Rye)
ALL SEED SHALL BE No. 1 GRADE SEED CONFORMING TO THE GOVERNMENT OF CANADA SEEDS ACT & :%VGARTAEQTAET% fj,f: kg/ha WITH A NURSE CROP OF ANNUAL
REGULATIONS AND TO THE CANADIAN SEED GROWERS ASSOCIATION FOR PURITY AND GERMINATION. ' TOWN OF COLLINGWOOD



AutoCAD SHX Text
CSV

AutoCAD SHX Text
CSV

AutoCAD SHX Text
SAN

AutoCAD SHX Text
MH1

AutoCAD SHX Text
project number

AutoCAD SHX Text
project title

AutoCAD SHX Text
drawing number

AutoCAD SHX Text
drawing title

AutoCAD SHX Text
scale

AutoCAD SHX Text
date

AutoCAD SHX Text
drawn by

AutoCAD SHX Text
reviewed by

AutoCAD SHX Text
no  revision             date   by

AutoCAD SHX Text
client

AutoCAD SHX Text
consultants

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
A

AutoCAD SHX Text
O

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
M

AutoCAD SHX Text
B

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
C

AutoCAD SHX Text
R

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
A

AutoCAD SHX Text
M

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
K

AutoCAD SHX Text
F

AutoCAD SHX Text
S

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
P

AutoCAD SHX Text
T

AutoCAD SHX Text
N

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
R


client

Medibudz Canada Limited

89mm O.D. TERMINAL POST
INSTALLED AT ALL ENDS,

CORNERS, STRAININGS AND GATES
ADJACENT SURFACING

43mm O.D. TOP RAIL
/ T 178mm COUPLINGS

EXPANSION JOINT 5000 mm I ‘ : — consultants
R o et s s e et s B oy et s S o mm
150 mm CONCRETE 32 MPa '&3”"&3"03"’@3"@3"@3’”&3‘"&3"&3”’0" SHRUB PLANTING DETAL ON LD2
150x150xMW18.7 WIRE MESH @5'0’05'0‘@3'&'.6'&' s@@s"@s"@$'¢@$@@$
MINIMUM 150mm SHOULDER Wi s&%@%@%@%@%@%@%@%@%ﬁs
MINIMUM 300mm e s e e e s Gty oy C IS
COMPACTED (98%) 3/4" RO IER IR KRS KRS KRS KRS KK S KK
e —— SIS OSSO
SUBSRADE CONPACTED T0 8% T A A A SRS A S tamm 0. Brace RaLs
TERRAFIX 270R GEOTEXTILE FILTER TRETOHER BAR S "&l"&"’&"’&"@'"&"’&"’&"@é" TOBE A,:SD.T)SA'II:Eiﬁ\I AT ALL
FABRIC -— ;
s || [ S S = o b b Ak e
H i - e e r e r a A IG 1%, ==
T — o I 3"0""'&3"'&3”'&5”'&"‘" s&&s&&s@@sﬁ T 60mmOD.LINEPOSTS L e e GRANITE BOULDERS 1-1.2m LONG, 500-600mm
2 T SRR . S ST G SO L o sTRaND smm 6 — = :
S iriip .. S R S SR SR S SRS GAUGE) TENSION WIRE it S N
. u R PRI o [ 0 s 0 Ot 8 Bl Bt LA L S5 SECURED BY MALLEABLE - I=1=]Es=] POSSIELE
: o e N S == =] A
= \Tﬁ@@ H%;% === ‘:""“ A ﬁ% ' fg&"’@f"’&f""&f"’@""&f"@s@@%@3""&&'» T gféx\émggmm =1 1= fi BERM OF SUITABLE FILL
SIS === == r = =y T
Ll | SRR R R R RO, —
A R A AT | | A 1=
RS RGNS 7 XK A 1
. \>/\\>/\\> N \\///\\\/ 4 /\\\//\\\/ — SOD, BEACHSTONE PAVING OR ADJACENT
NOTES: 5 \\//\\//\\/ /\\ /\\//\/ D - PLANTING BED AS PER L-1
" 2PV S PIEAD =
h 3@#@5?5?50855/35\353Skﬁgsw?rHCéz/N/fﬁEETE’TgﬁfﬁnngMTENT/ B \\///\\\///\\\/ 3 . <\\/\\\ — A A A A A A A A A TS A ATl
2. SEA\‘JSROL JOINT EVERY 2.5 METRES OR AS SHOWN IN LANDSCAPE SN NSNS 2 Tl e lgggﬁ’z\l%g?_l\é%ggg(l\lﬂiiTE éé%} W // V/l KAL//V/ K//V/ f///\///w/\// K//V//V//l//vi/ K/ // V/ f///\ﬂ/\ﬁ/“/
a N N N 9% & S 7 7, 7
> S s oL sroou s s . e 00
4. ALL SUBGRADE & SUB-BASE SHOULD BE REVIEWED AND ASSESSED . - HH— ] — } 30 O@(%E q!\ O% i // // IS es // // IS es // // o2 // //
5. PROVIDE A SURFAGE GROSS SLOPE OR GROWN 2% TO SHED WATER = = — [ ] RS e e A A T T AT
AS REQURED ‘ ‘ ‘ 2 [Revisod s ver Toun Cormerss | zmna 0028 |05
T AL PIPING SHALL BE STANDARD CONTINOUS WELD, SCHEDULE 40, GALVANIZED. 1 |Revised as per Town Comments 20180904 | KF.
® FASTENED TO THE TOP RAIL, BRACE RAIL LINE POST STRETCHER BAR AND BOTTOM RAIL T UNDISTURBED SUBGRADE OR
OR TENSION WIRE WITH 9 GAUGE WIRE AT 400mm O.C. S DE COMPACTEDTO fssuedfor SPA 20180809 ICF.
3. ALL MATERIAL AND INSTALLATION SHALL CONFORM TO THE REQUIREMENTS OF OPSS 541, —
4. FOR GATE MANUFACTURE AND INSTALLATION REFER TO SPECIFICATIONS. 456mm MINIMUM COMPACTED no  revision date by
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THESE DRAWINGS ARE THE PROPERTY OF MARK SETTER
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5. ALL MATERIALS & COLOURS TO BE APPROVED BY LANDSCAPE ARCHITECT BEFORE INSTALLATION. KE
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1. BEACHSTONES SHALL BE FREE FROM CRACKS AND FISSURES, AND
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DO NOT DAMAGE OR CUT

LEADER

TWO HEAVY-DUTY GAUGE 'T' N

BARS PER TREE, 2400mm LONG, \ /
LOCATED AWAY FROM ALL \

BRANCHES, ONE ON THE SIDE
OF PREVAILING WIND, THE

OTHER ON THE OPPOSITE SIDE. \‘\

DO NOT DRIVE STAKES VA
THROUGH ROOT BALL. ‘

K. <7
TIES TO BE FLEXIBLE TE ———M —f - 0
SYSTEM THAT ALLOWS THE = —

TREE A REASONABLE DEGREE
OF MOVEMENT (50mm BURLAP
STRIPS OR PROPRIETARY
SYSTEM.) WIRE OR WIRE
ENCASED HOSE IS NOT Il

ACCEPTABLE. TIES TO 7\ Il .

BE REMOVED - o — — — — — e
1YEAR AFTER ROOT BALL _ |- [ g
PLANTING. :

=) 1 B

) i i e e —

AT GRADE

BURLAP STRIP TIES LOOPED IN A
LOOSE FIGURE '8' AROUND TRUNK AND
SECURED TO STAKE WITH WIRE ( OR
AS SPECIFIED BY MANUFACTURER OF
PROPRIETARY SYSTEM)

TRUNK GUARD INSTALLED AS PER
MANUFACTURER'S
RECOMMENDATIONS. OMIT IN
PLANTING BEDS

—— CROWN OF ROOT BALL

75mm SHREDDED CEDAR BARK
MULCH (NOT DYED)

CREATE 150mm SAUCER AROUND
TREE 300mm BEYOND ROOTBALL

CLEAN SHARP EDGE BETWEEN
SAUCER AND FINISHED GRADE

SOD / PAVING / SPECIFIED
GROUNDCOVER
W _ F|NISHED GRADE
TRIPLE MIX OR SCREENED, AMENDED
TOPSOIL, FREE OF STONES

150mm SCARIFIED SOIL
CUT AND REMOVE TOP 1/3 OF

=] |:| | |:] | |:| | |:| = <] - BURLAP, REMOVE ALL SIDES OF
B | et | B H\ WIRE BASKET AND ALL TIES
Y Y COMPACTED SUBGRADE

—— 75mm SHREDDED CEDAR BARK MULCH

SOD / PAVING/
SPECIFIED
GROUNDCOVER

150mm SCARIFIED
SOIL

ON A SLOPE
NOTES

1. DO NOT ALLOW AIR POCKETS WHEN BACKFILLING.

(NOT DYED)

CREATE 150mm SAUCER AROUND
TREE, 300 mm BEYOND ROOTBALL

FINISHED GRADE

TRIPLE MIX OR SCREENED, AMENDED
TOPSOIL, FREE OF STONES

—
VARIES WITH SLOPE

SLOPE PIT BOTTOM FOR DRAINAGE
COMPACTED SUBGRADE

2. POSITION CROWN OF ROOT BALL 50mm ABOVE FINISHED GRADE TO ALLOW FOR SETTLING.

3. DO CORRECTIVE PRUNING TO RETAIN NATURAL FORM OF TREE.

4. FOR TREES PLANTED WITHIN PLANTING OR SHRUB BEDS, DELETE SAUCER AROUN
5. NO TREE PITS SHALL BE LEFT OPEN OVERNIGHT.

6. ALL DIMENSIONS ARE IN MILLIMETRES.

D BASE OF TREE.

NO. REVISION APR'D DATE
1 PLANTING METHODOLOGY EN JUL/04
2 PLANTING METHODOLOGY DW JUN/O7

DO NOT DAMAGE OR CUT

LEADER

TIES TO BE FLEXIBLE TIE SYSTEM
THAT ALLOWS THE TREE A
REASONABLE DEGREE OF
MOVEMENT (50mm BURLAP STRIPS
OR PROPRIETARY SYSTEM.) WIRE
OR WIRE ENCASED HOSE IS NOT

ACCEPTABLE. TIES TOBE
REMOVED 1 YEAR AFTER
PLANTING.

NOTES

1. DO NOT ALLOW AIR
POCKETS WHEN
BACKFILLING.

2. POSITION CROWN OF
ROOT BALL 50mm ABOVE
FINISHED GRADE TO ALLOW
FOR SETTLING.

3. FOR TREES PLANTED
WITHIN PLANTING OR
SHRUB BEDS, DELETE
SAUCER AROUND BASE OF
TREE.

4. NO TREE PITS SHALL BE
LEFT OPEN OVERNIGHT.

5. ALL DIMENSIONS IN
MILLIMETRES.

SOD/ PAVING/
SPECIFIED
GROUNDCOVER

150mm SCARIFIED SOIL

|

=L 2/3 OF TREE HEIGHT

ROOT BALL

BURLAP STRIP TIES LOOPED IN A
LOOSE FIGURE '8' AROUND TRUNK
AND SECURED TO STAKE WITH
WIRE ( OR AS SPECIFIED BY
MANUFACTURER OF PROPRIETARY
SYSTEM)

TWO HEAVY-DUTY GAUGE 'T' BARS
PER TREE, 2400mm LONG, CLEAR
OF ALL BRANCHES, ONE ON THE
SIDE OF PREVAILING WIND, THE
OTHER ON THE OPPOSITE SIDE.
DO NOT DRIVE STAKES THROUGH
ROOT BALL.

——— CROWN OF ROOT BALL

75mm SHREDDED CEDAR BARK
MULCH (NOT DYED)

CREATE 150mm SAUCER
AROUND TREE

SOD / PAVING/ SPECIFIED
GROUNDCOVER

— FINISHED GRADE

CLEAN SHARP EDGE BETWEEN
EDGE OF SAUCER AND FINISHED
GRADE

U
AT GRADE

T e I < T
"= = === S

ROOT BALL

S\

AT |

-_|_rsﬂl_| 150mm SCARIFIED SOIL
Sh= TRIPLE MIX OR SCREENED,

AMENDED TOPSOIL, FREE OF
STONES

CUT AND REMOVE 1/3 OF BURLAP.
REMOVE ALL SIDES OF WIRE
BASKET AND ALL TIES

SUBGRADE

75mm SHREDDED CEDAR BARK
MULCH (NOT DYED)

CREATE 150mm SAUCER
AROUND TREE

FINISHED GRADE

TRIPLE MIX OR SCREENED,
AMENDED TOPSOIL, FREE OF
STONES

|

VARIES WITH SLOPE

Ll |
=l

U
ON A SLOPE
NO. REVISION APR'D DATE
1 PLANTING METHODOLOGY EN JUL/O4
2 PLANTING METHODOLOGY DW JUN/O7

SLOPE PIT BOTTOM FOR
DRAINAGE

SUBGRADE

100mm EARTH BERM
AROUND EDGES OF
PLANTING BED

CLEAN SHARP EDGE
BETWEEN PLANTING BED
AND FINISHED GRADE

FINISHED GRADE
PAVING / SOD /

SPECIFIED
GROUNDCOVER

MIN. 75mm SHREDDED CEDAR
BARK MULCH (NOT DYED)

B&B ROOTBALL: LOOSEN AND
ROLL BACK TOP }4 OF BURLAP
ON ROOT BALL

POTTED ROOTBALL: REMOVE
CONTAINER AND MAINTAIN
SOIL BALL

TRIPLE MIX OR SCREENED,

AMENDED TOPSOIL, FREE
OF STONES

= e = i ==

= T e

TYPICAL SHRUB PLANTING

CLEAN SHARP EDGE
BETWEEN PLANTING BED
AND FINISHED GRADE

FINISHED GRADE

PAVING / SOD /
SPECIFIED mﬂ

i
GROUNDCOVER :

500 MIN
TYP

MIN. 150mm TAMPED SOIL

MIXTURE
SCARIFIED SUBGRADE

—— UNDISTURBED SUBGRADE

100mm EARTH BERM ON
DOWNWARD SIDE OF ALL
PLANT MATERIAL
COMPACTED SLOPE

—1— TRIPLE MIX OR SCREENED,

AMENDED TOPSOIL, FREE

APRD: DW DATE: JAN/03
TOWN OF COLLINGWOOD DRAWN: AB SCALE: NTS
DECIDUOUS TREE PLANTING STD. No. 1101

APR'D: DW DATE: JAN/O3
TOWN OF COLLINGWOOD DRAWN: AB SCALE. NTS
CONIFEROUS TREE PLANTING STD. No. 1102

I OF STONES
—| | RS
ElEI= NN N
=IETEETESAKY] Notes
- = =] =] | T
l'_um'_| Tlm:’ 1. DO NOT ALLOW AIR POCKETS
'—::m WHEN BACKFILLING.
2. POSITION CROWN OF ROOT
PLANTING ON 3:1 SLOPE DETAIL BALL 25mm ABOVE FINISH GRADE
TO ALLOW FOR SETTLING.
3. ALL DIMENSIONS IN
MILLIMETRES.
NO. REVISION APRD DATE
1 PLANTING METHODOLOGY EN JUL/04
2 PLANTING METHODOLOGY DW JUN/O7
APR'D: DW DATE:  JAN/03
TOWN OF COLLINGWOOD DRAWN: A3 SCALE NTS
SHRUB PLANTING STD. No. 1103
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